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CABLE STACKERS

Our Ramatech cable stackers for precise filing and sorting are available in different versions: KA 3000 / 18 or KA 3000 / 35, KA
6000 / 18 or KA 6000 / 35, KA 9000 / 18 and KA 12000 / 18. These models differ in terms of the maximum cable lengths and
diameters that can be processed. The first information is the maximum cable length in mm, the second information is the maximum
cable diameter in mm.

Orderly laying of cables and strands without damage

All models lay single or multi-pole, flexible cables or strands automatically and safely – even oversized cables thanks to the active
conveyor belt. Thanks to an independent control terminal, the cable stackers are easy to operate and work quickly and reliably. The
special feature: All have a height-adjustable cable transport level.

Rings or straight cables - What will it be?

Our cable stackers can be supplemented with an automatic changing device for the alternating operation of a cable ring winder
and cable tray. Do you need other cable diameters, lengths or additional attachments? We will be happy to manufacture special
solutions at your request.

The Ramatech KA series
TAKE OFF CABLES – PROFESSIONAL & FAST

YOUR BENEFITS:

◼ Orderly and safe storage of flexible cables and strands

◼ For different cable lengths and diameters

◼ Automatic changing device for operation of a cable ring winder and dereeler

◼ Height-adjustable cable transport level integrated

◼ Orderly storage even of long cables thanks to active conveyor belt

◼ Ideal supplement to the Speedy 40 and RS 40

KA 12000 / 18

Cable stacker up to 12,000 mm
Length for flexible cables up to
18 mm diameter.

KA 9000 / 18

Cable stacker up to 9,000 mm
length for flexible cables up to
18 mm diameter.

KA 6000 / 18 & KA 6000 / 35

Cable stacker up to 6,010 mm
Length for flexible cables from
2 mm to 18 mm or 3 mm to 35
mm

KA 3000 / 18 & KA 3000 / 35

Cable stacker up to 3,000 mm
Length for flexible cables from
2 mm to 18 mm or 3 mm to 35
mm

Model KA 3000 / 18 & 35 KA 6000 18 & 35 KA 9000 / 18 KA 12000 / 18
Min. cable length min. 350 mm min. 350 mm min. 350 mm min. 350 mm
Tub length 3,000 mm 6,010 mm 9,000 mm 12,000 mm
2-channel system available / - available / - - -
Cable diameter 2 mm - 18 mm / 3

mm - 35 mm
2 mm -18 mm / 3
mm - 35 mm

2 mm - 18 mm 2 mm - 18 mm

Control Programmable
batch size

Programmable
batch size

Programmable
batch size

Programmable
batch size

Power supply 230 VAC / 10 AT 230 VAC / 10 AT;
3 x 380 VAC / 16 AT

230 VAC / 10 AT 230 VAC / 10 AT

Compressed air supply 6 bar 6 bar 6 bar 6 bar
Weight 170 kg 340 kg 510 kg 680 kg
Dimension (L x B x H) 3,900 mm x 700

mm x 1,250 mm
7,070 mm x 700
mmx 1,250 mm /
9,915 mm x 700
mm x 1,250 mm

9775 mm x 1,163
mm x 1,333 mm

12,604 mm x 810
mm x 1,291 mm
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